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Installation Instruction for Swinging Door

Inject Silicone Sealant or putting plaster to Top frame of the door frame of double door
complete the gap between the door frame (3 location of sleeve anchors for top frame of
and the edge of the wall opening double door, left and right frame of double door

Double Dopoy] ™ %adtiysame an algls dock)

7

ingle Doo

Nut Wrench
Sleeve Anchor

Gap between the door
frame and the edge of
the wall opening

Washer

Sping Washer Install lockset and/or
other hardware as required

Nut

Anchor Plate at
the door frame

Pieces of stone or brick
to support the bottom of
door frame to put the
door frame at proper

Stick the coins onto the holes on the door frame. By peeling Fill concrete to cover the
away the covering paper of the double sided tape on the coins groove at the floor

and stick the coins onto the anchor holes on the door frame

(the coins have been provided together with the doorset) inject silicone sealant or putting plaster to
complete the gap between the door frame
and the edge of the wall opening
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Coins, Sleeve Anchors and U-Washer have been provided together with the doorset
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Steel Doors
Sliding Type

Rear Jamb Rear Jamb

\— No Bottom Rail
/— Rail Cover /— Rail Cover

\_ Front Jamb R/’ LR/

ear Jamb ear Jamb

Single Door,
Flush Style with Powder Finish
(Matt White Color)

\— No Bottom Rail \— No Bottom Rail




Installation Instruction for Sliding Door

Rail,

Roller Stopper (adjustable), U-Washers, o ur:h:a:c’:‘::: e
install at both ends to stop - to insert into the gap (Carefully check the rail must be stil
the roller at proper position between the wavy wall straight after fixing to the wall)
4 and the rail to maintain
the rail to be straight = Rail Cover,
(in case the wall surface Sy attach rail cover to

is siginficantly wavy only) e the wall by screwing firmly

Rollers,
install the rollers to the door leaf
at the screw holes provided

Sleeve Anchors,
Sleeve Anchors, to fix the rail to the wall

to fix the front jamb to o a\:lsdaar::lchazrthe rail
the edge of wall opening =

Door Leaf Sleeve Anchors,

[

to fix the rear jamb to the wall

Wall opening

Install lockset and/or AT

other hardware as required

/\ Finished Floor Level

Front Jamb,

y /
installed at lock side of the door
[ O 0
i /
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SectionB-B Rear Jamb,
installed at rear side of the door

where needed to maintain
the rail to be straight
(in case the wall surface is
siginficantly wavy only)
Sleeve Anchors

Rail Cover,
/_ attach rail cover to

the wall by screwing firmly

Rail,

install to the wall by sleeve anchors
at right position

(Carefully check the rail must be still
straight after fixing to the wall)

Section A - A\ Bottom of door leaf,
=== Attach roller plate to the should be -8 mm. above
door leaf by screwing firmly the finished floor level

Sleeve Anchors and U-Washers have been provided together with the doorset




Standard Door Frame,
Single Rebate without rubber bumper
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Silicone sealant or Plaster
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Door Frame Size : 50 mm x 100 mm
(Standard Size)

Standard Door Frame,
Single Rebate with rubber bumper

50

Silicone sealant or Plaster.

Door Frame Size : 50 mm x 100 mm

(Standard Size)

+

Door Frame,
Single Rebate with architrave at pull side

/—Silimrla sealant or Plaster
£

b

withi f

Door Frame Size : Made to order

*

Single Rebate with architrave at push side

Door Frame,

\-Silioorle sealant or Plaster

Door Frame Size : Made to order

Door Frame,
Double Rebate without rubber bumper

Silicone sealant or Plaster

Door Frame Size : Made to order

Door Frame,
Double Rebate with rubber bumper

Silicone sealant or Plaster

T
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Door Frame Size : Made to order

K

Door Frame,
Double Rebate with architrave at pull side

ilicone sealant or Plaster

Door Frame Size : Made to order

Door Frame,
Double Rebate with architrave at push side

ilicone sealant or Plaster
Door Frame Size : Made to order
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Door Frame,
Knock Down Type for Modular House

/[ ]

¥,

Wiall,

V&
/ | I—
Door Frame Size : Made to order

Vision Panel of door leaf
with visible glazing bead

Visible glazing bead without screws

T

Visible glazing bead with screws

licone or Intlumescent Sealant

+*

Vision Panel of door leaf
without visible glazing bead

RSllim':u'le or Intumescent Sealant

=) Door Leaf

No visible glazing bead
andnoscmat"bgomaidss

Door Frame Size : Made to order

Door Frame Size : Made to order
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Window Frame

Slicone ar Intumescent Seatant
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Femavable glazing bead,
fr putting on ar taking out the glass
finstall this side at inside: only)

| wal |
Windown Frame Size : Made to order
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Door Type :-
Swinging Type :-
FRD = Steel Fire Door - 3 Hr Fire Rated
CSD = Steel Fire Door - 2 Hr Fire Rated
SFD = Steel Fire Door - 1 Hr Fire Rated
NFD = Steel Door

Sliding Type :-
SLD = steel Sliding Door

Primer Only
Door Number :- Size :-
Sliding Type (Door Leaf Size - mm)
Width x Height = Width of door leaf x Height of door leaf

Swinging Type (Overall Size - mm)

Overall Width (Outer Width of door frame) x Overall
Height {Height from finished fioor level to top of
door frame)

s Single Door
Width x Height =

D Double Doar

Door Style :- Opening Direction (Top View) :-

Swinging Type
E T Y

Sliding Type
00 Flush ol

oG Flush with Ordinary Glass 6 mm thk a

WG = Flush with Wired Glass 6 mm thk 0
FG Flush with Fire Rated Glass

oL Flush with Louver d?
oL Flush with Ordinary Glass 6 mm thk and Louver
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Flush with Wired Glass 6 mm thk and Louver

= Embossed 5 Panels
= Embossed 11 Panels

Door Leaf (active door leaf in case of double door)
is opened to Clock\Wise direction

Door Leaf (active door leaf in case of double door)
is opened to CounterClockWise direction

Door Leaf (active door leaf in case of double door)
is slid to open to Right side

Door Leaf (active door leaf in case of double door)
is slid to open to Left side

Example :

FRD-S11W-900x2200-CW

Steel Fire Door, 3 Hr Fire Rated, Single Door, Embossed Style 11 Panels, Wood Grain Finish, Overall Width $00 mm x Overall Height 2200 mm, Door Leaf is

opened to Clock\Wise direction.
CSD-D00P-1500x2100-CCW Steel Fire Door, 2 Hr Fire Rated, Double Door, Flush Style, Powder Finish, Overall Width 1500 mm x Overall Height 2100 mm, Active Door Leaf is opened to
CounterClock\Wise direction.

SFD-SOGR-1000x2100-CCW Steel Fire Door, 1 Hr Fire Rated, Single Door, Flush Style, with Ordinary Glass 6 mm thk, Primer Only, Overall Width 1000 mm x Overall Height 2100 mm,

Door Leaf is opened to CounterClockWise direction.
SLD-D00W-1500x2100-R Steel Sliding Door, Double Door, Flush Style, Wood Grain Finish, Width of Door Leaf 1500 mm (both doors) x Height of Door Leaf 2100 mm,
Door Leaf is slid to open to Right side.
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Duct Silencers and Cable Trunks. Most of our products have been certified by several organizations for standardization, i.e. :
(Underwriters Laboratories Inc.), B§] (British Standards Institution), (b (Thai Industrial Standards Institute), (Air Diffusion Council),

(Standards Australia). Moreover, our company has been certified by (International Organization for Standardization), ISO 9001 : 2008
as well. We have our own factory established on our own land, area 40,000 sq.m.(approx.), in Kaengkhoi, Saraburi, Thailand.

Qur Policy has always been, and will continue to be, the production and On Time-Every Time Schedule Delivery of Quality, Reliability and Competitively
Priced Products. We have invested for instruments, machines and we have experience engineer teams take full time to research and develop our product
lines continuously, including new product designs to meet worldwide market demands.

SOUTH
h AMERICA

and will be distributed to a lot more countries in the future.

PCJ INDUSTRIES co..ro @)
® wﬁlq a‘maﬁ“nqqu uqn- 150 8001 : 2008 Certified

Certificate No. FM 500124

199/24-25 Vibhavadeerangsit Road, Samsennai, Payathai, Bangkok 10400, Thailand
Tel . +66 2 2701938, +66 2 2781604, +66 2 2790859, +66 2 2794166, +66 2 6160184, +66 2 6160185 Printed in Thailand
Fax : +66 2 6160071 Email : sales@pcjindustries.co.th Website : www.pcjindustries.co.th e B e
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